






42     Questions or comments? Call:  866-947-3287

To Secure Crotch Strap in
Forward Crotch Belt Slot:

Turn metal crotch strap 
anchor sideways and 
slide all the way through 
car seat shell in forward 
crotch belt slot (Fig. 1).

- Pull up on belt to 
make sure it is properly 
secured.  

To Secure Crotch Strap in Rear Crotch Belt Slot:

From top of 
car seat, hold 
crotch strap so 
that red release 
button is facing 
front of car seat.

Turn metal 
crotch strap 
anchor sideways 
and slide into 
slot closest to 
seat back.

From bottom 
of car seat, 
turn metal crotch strap anchor sideways and slide 
through slot furthest from seat back, placing metal 
anchor flat against top of seat surface in recessed 
area.

NOTE: Pull up on buckle and check to be sure metal 
anchor sits flat against top surface of seat.

Lower seat pad onto seat and pull buckle up 
through pad.
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ILLUSTRATION NO.:  MAN 74

PRODUCT: Inspired Products Toddler Booster

Illus. Description: Changing crotch strap position II

 

CREATED DATE: 7/7/08

REVISION DATE: 9/5/08  SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

Bottom of 
seat

Operation and Adjustment
continued

Installing Harness: - (continued)
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Most vehicles made after 9/1/99 already have the top 
tether anchorage hardware for a tether. Refer to your 
vehicle owners manual. If your vehicle does not have a 
top tether anchor, see your vehicle dealer.	

Operation and Adjustment
continued

Top Tether Use: 

ILLUSTRATION NO.:  MAN 58

PRODUCT: Inspired Products Toddler Booster

Illus. Description: attache top tether

 

CREATED DATE: 7/14/08

REVISION DATE:  SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

clip

Release
Button

ILLUSTRATION NO.:  MAN 59

PRODUCT: Inspired Products Toddler Booster

Illus. Description: tighten tether strap

 

CREATED DATE: 7/14/08

REVISION DATE:  SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

ILLUSTRATION NO.:  MAN 60

PRODUCT: Inspired Products Toddler Booster

Illus. Description: remove top tether

CREATED DATE: 7/14/08

REVISION DATE: 9/2/08   SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

Fig. 1

Fig. 2

Fig. 3

Release Button

1

2

To Attach Top Tether:

Place opening in tether 
hook over top tether 
anchorage, push down 
and pull back to attach 
hook to vehicle (Fig. 1).

To Tighten Tether Strap: 

- Pull on free end of tether 
strap.

To Remove Top Tether:

- Push release button in 
and move adjuster away 
from car seat (Fig. 2).

- Push up on retainer 
spring 1  and unhook 
tether hook from top 
tether anchor 2  (Fig. 3).
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44     Questions or comments? Call:  866-947-3287

Additional Information

Certification
This car seat meets or exceeds all applicable 
requirements of Federal Motor Vehicle Safety 
Standard 213 for use in motor vehicles and aircraft.

Aircraft Use
Toddler Car Seat (With Harness):

Car seat with harness system IS certified for 
use on aircraft. 

•	Use this car seat only on forward-facing aircraft 
seats and in a position where the lap belt can be 
tightened securely.

•	Install car seat on aircraft the same way it is 
installed in a vehicle with a vehicle lap belt.  
Tether use is not required as a tether anchor is  
not available.

•	Use this car seat only with FAA certified 
equipment. Contact the airline prior to taking 
car seat on board in order to comply with their 
specific regulations.

Booster Car Seat (Without Harness):

Booster Car Seat is NOT certified for use on 
aircraft.

Car seat without harness system is NOT certified 
for use on aircraft because there is no shoulder belt 
available on aircraft.

Warm Weather Use
Car seat parts can get very hot in the sun or warm 
weather.

To avoid burns, always check car seat before putting 
child in car seat.

Vehicle Seat Protection
Protect vehicle seat. Use a thin car seat mat, thin 
towel or thin blanket under and behind car seat.

Car Seat Useful Life
DO NOT use after date on bottom of car seat.
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Vehicle Seat Belts

Not all vehicle seat belts will work with this car seat. You 
must determine if your vehicle seat belts are compatible 
with this car seat. If you will use the LATCH system, refer 
to the LATCH section.

Toddler Car Seat WITH Harness System  
22 to 65 lbs. (10 to 30 kg).

ELR - Emergency Locking Retractor Belts

Definition:

These belts only lock in a sudden stop or crash. To 
see if you have this type of belt, pull the belt all the 
way, let it return part way, then pull on it again. If 
it moves out freely, it is an ELR belt and the car seat 
could work loose during normal driving. Refer to 
your vehicle owner manual for information on how 
to secure a car seat.

Use: 

ELR lap and shoulder belts either require a locking 
clip or cannot be used with any car seat. Note: You 
may use an ELR lap and shoulder belt when using 
this child restraint as a belt-positioning booster; no 
locking clip is required.

ELR lap-only belts must be replaced with a manual 
belt; contact your vehicle dealer. A locking clip will 
not correct this problem.

Automatic/Passive Vehicle Seat Belts

Do not use any car seat with motorized seat belts 
or with seat belts mounted to the vehicle front door.

Check your vehicle owner manual or contact your 
vehicle dealer to see if there are alternatives for 
securing a car seat in this position.

Vehicle belt too short

Contact your vehicle dealer for a seat belt extender.

1

2

3
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46     Questions or comments? Call:  866-947-3287

You must move the car 
seat to another seating 
location.

Manual Belts

Manual lap belts are 
common in the center 
rear seat and in some 
cases can allow the car 
seat to loosen during 
normal use. After 
tightening the vehicle lap 
belt securely, push the 
car seat forward and to 
both sides (Fig. 1). If no 
loosening occurs, your 
child restraint can be used 
as installed.

Toddler Car Seat WITH Harness System  
22 to 65 lbs. (10 to 30 kg). - (continued) 

Belts in center of the door or side panel A  or middle
of the vehicle seat bottom cushion B . 

4

Vehicle Seat Belts
continued

ILLUSTRATION NO.:  MAN 40

PRODUCT: Inspired Products Toddler Booster

Illus. Description: LATCH/secure seat movement instructions

 

CREATED DATE: 7/14/08

REVISION DATE:  SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

Fig. 1

5
ILLUSTRATION NO.:  MAN 61

PRODUCT: Inspired Products Toddler Booster

Illus. Description: vehicle belt too short artwork

CREATED DATE: 7/14/08

REVISION DATE: 9/9/08   SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

A

ILLUSTRATION NO.:  MAN 62

PRODUCT: Inspired Products Toddler Booster

Illus. Description: vehicle belt in middle of seat back cushion

CREATED DATE: 7/14/08

REVISION DATE:  9/9/08  SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

B
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Manual Belts - (continued)

If lap belt loosens, try the following: 

-	Unfasten seat belt.

-	Turn adjustable latch 
plate or adjustable buckle 
over and rebuckle  
(Fig. 2).

-	Tighten seat belt around 
car seat.

-	Refasten the vehicle lap 
belt. The release button 
should face out after  
twisting so that it is easy  
to reach in an emergency.

Check if the car seat is secure. 

-	If the vehicle lap belt continues to loosen, the car 
seat must be moved to another location in the 
vehicle. A locking clip will not correct this problem; 
see your vehicle owners manual for information on 
securing a car seat.

Lap and Shoulder belt with Free Sliding Latch Plate

A continous lap and shoulder belt on which the 
buckle latch plate slides freely. This type of vehicle 
seat belt may require the use of a locking clip. See 
“Locking Clip” section. 

Toddler Car Seat WITH Harness System  
22 to 65 lbs. (10 to 30 kg). - (continued)

Vehicle Seat Belts
continued

ILLUSTRATION NO.:  MAN 63

PRODUCT: Inspired Products Toddler Booster

Illus. Description: flip seat belt over, re-attach

CREATED DATE: 7/14/08

REVISION DATE:   SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

Fig. 2

•	 Failure to check and adjust the manual 
lap belt as described above can result in 
serious injury or death.

WARNING!

6
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48     Questions or comments? Call:  866-947-3287

ELR - Emergency Locking Retractor Belts

Definition:

These belts only lock in a sudden stop or crash. To 
see if you have this type of belt, pull the belt all the 
way out, let it return part way, then pull on it again. 
If it moves freely, it is an ELR belt.

Use: 

ELR lap and shoulder belts can be used with Booster 
Car Seats.

Automatic/Passive Vehicle Seat Belts

Do not use any car seat with motorized seat belts 
or with seat belts mounted to the vehicle front door.

Check your vehicle owners manual or contact your 
vehicle dealer to see if there are alternatives for 
securing a car seat.

Belts in center of the door or side panel A  or
middle of the vehicle seat bottom cushion B .

These types of vehicle seats typically 
work with a Booster Car Seat. 

Check for proper vehicle belt fit 
on child.

Booster Car Seat WITHOUT Harness System  
30 to 100 lbs. (14 to 45 kg).

1

2

3

Vehicle Seat Belts
continued

ILLUSTRATION NO.:  MAN 61

PRODUCT: Inspired Products Toddler Booster

Illus. Description: vehicle belt too short artwork

CREATED DATE: 7/14/08

REVISION DATE: 9/9/08   SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

A

ILLUSTRATION NO.:  MAN 62

PRODUCT: Inspired Products Toddler Booster

Illus. Description: vehicle belt in middle of seat back cushion

CREATED DATE: 7/14/08

REVISION DATE:  9/9/08  SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

B
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Locking Clip Use:

A locking clip is designed for use with vehicle lap and 
shoulder belts with free sliding latch plates to lock the lap 
belt in position.

A locking clip will not fix all types of seat belt problems.

Thread both vehicle lap and shoulder belts through 
the car seat belt path opening. Buckle vehicle seat 
belt. Tighten vehicle seat 
belt around car seat by 
pulling up on vehicle 
shoulder belt until all slack 
is out and vehicle lap belt 
is tight.

Place knee in seat while 
pulling to tighten vehicle 
seat belt. While pulling 
shoulder belt tight, grasp 
both vehicle belts together 
just behind the buckle 
plate and unbuckle.

Note: If the latch plate 
ends up behind the 
child restraint, grasp the 
belts outside of the child 
restraint, as close to the 
latch plate as possible 
(Fig. 1).

While holding both 
vehicle belts together, 
thread both portions of 
the vehicle belt onto the 
locking clip (Fig. 2).

Note: Slide locking clip onto seat belt as close to the 
latch plate as possible (maximum 1 inch (15 mm) away 
from latch plate.

Press down on car seat and rebuckle vehicle belt. 
Vehicle lap belt portion should now be tight (Fig. 3).

If not, remove locking clip and repeat all steps.

Locking Clip

ILLUSTRATION NO.:  MAN 66

PRODUCT: Inspired Products Toddler Booster

Illus. Description: locking clip use fig-3

CREATED DATE: 7/16/08

REVISION DATE:   SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

ILLUSTRATION NO.:  MAN 65

PRODUCT: Inspired Products Toddler Booster

Illus. Description: locking clip use fig-2

CREATED DATE: 7/16/08

REVISION DATE:   SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

ILLUSTRATION NO.:  MAN 67

PRODUCT: Inspired Products Toddler Booster

Illus. Description: locking clip use fig-4

CREATED DATE: 7/16/08

REVISION DATE:   SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

Fig. 2

Fig. 1

Fig. 3

1

2

3

4
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50     Questions or comments? Call:  866-947-3287

Unhook (4) elastic straps 
from tabs on the seat 
bottom (Fig. 1).

Unhook (2) elastic straps 
from tabs on the seat back 
(Fig. 2).

Unhook all pad fasteners 
along the back and 
bottom edge of the pad 
from the seat shell.

Pull out on bottom edge 
of pad at the front of the 
seat to release (2) push-in 
fasteners.

Grasp edge of pad under 
armrest on one side of 
seat and pull down and 
out to release the fabric 
hook and loop fasteners 
under the armrest and 
on the side of the seat.  
Repeat on the other 
armrest (Fig. 3).

Lift the seat pad off of the 
seat shell.

Headrest Pad Removal:
From the back of the seat, grasp the bottom edge 
of the back of the headrest and pull up to release 
the fabric hook and loop fasteners.

From the front of the seat, grasp the front of the 
two sides of the headrest pad and pull forward to 
remove headrest pad.

Care and Cleaning

ILLUSTRATION NO.:  MAN 85

PRODUCT: Inspired Products Toddler Booster

Illus. Description: Pad removal art 1

CREATED DATE: 9/5/08

REVISION DATE:    SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

ILLUSTRATION NO.:  MAN 86

PRODUCT: Inspired Products Toddler Booster

Illus. Description: Pad removal art 2

CREATED DATE: 9/5/08

REVISION DATE:    SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

ILLUSTRATION NO.:  MAN 87

PRODUCT: Inspired Products Toddler Booster

Illus. Description: Pad removal art 3

CREATED DATE: 9/5/08

REVISION DATE:    SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE

 

Fig. 1

Fig. 2

Fig. 3

Elastic Straps

Elastic Straps

Seat pad removal:

1

2

3

4

5

6
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Cleaning:
Seat Pad: Machine wash separately in cold water - 
delicate cycle. No bleach. Drip dry.

Note:  Secure fabric hook and loop fasteners on armrests 
and sides of pad together before washing and drying pad.

Headrest Pad: Surface clean with a cool damp cloth 
with mild soap. Drip Dry.  Do not machine wash.  Do not 
use bleach or other harsh cleaners.

Seat Pad Attachment:
Place the seat pad on the seat shell.

Thread (4) elastic loops through the holes they were 
removed from in the seat bottom and hook on tabs 
under seat.

Wrap the arms of the seat pad around the armrests 
on the seat shell and press the fabric hook and loop 
fasteners together under the arm and along the seat 
side.

Attach (2) push-in fasteners on front, bottom edge 
of seat pad to front, bottom edge of seat shell.

Hook all seat shell to seat pad fasteners along the 
back and bottom edge of the  seat pad to the seat 
shell.

Hook (2) elastic straps at the top of the seat back on 
the seat pad to tabs on seat back.

Seat Pad Attachment is complete.

Headrest Pad Attachment:
Place each side of the headrest pad around each 
side of the headrest and pull back onto the headrest 
until the face on the headrest pad is against the 
back of the inside of the headrest.

Insert the neck of headrest between the seat pad 
and seat shell.

Push the fabric hook and loop fasteners on the back 
of the headrest together.

Headrest Pad Attachment is complete.

Care and Cleaning
continued

1

1

2
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52     Questions or comments? Call:  866-947-3287

Warranty Information

KIDSEmbraceTM warrants its products to the original retail 
purchaser as follows:

LIMITED ONE-YEAR WARRANTY
This product is warranted against defective materials 
or workmanship for one year from the date of original 
purchase. Proof of purchase is required. The exclusive 
remedy for this warranty is that KIDSEmbraceTM will, at 
its option, provide repair or replacement components 
for this product or refund the original purchase price 
of the product. KIDSEmbraceTM reserves the right to 
discontinue or change fabrics, parts, models or products, 
or to make substitutions. To make a claim under this 
warranty, contact KIDSEmbraceTM Consumer Services at 
1-866-947-3287. Proof of purchase is required. PLEASE 
COMPLETE AND MAIL THE OWNER REGISTRATION 
CARD WITHIN (30) DAYS OF PURCHASE.

WARRANTY LIMITATIONS
This warranty does not include damages which arise 
from negligence, misuse or use not in accordance with 
the product instruction. The use of non-KIDSEmbraceTM 
covers, inserts, toys, accessories, or tightening devices 
is not approved by KIDSEmbraceTM. Their use could 
take this restraint out of compliance with Federal Safety 
Regulations or negatively affect the performance in a 
crash. Their use automatically voids the KIDSEmbraceTM 
warranty.

LIMITATION OF DAMAGES
The warranty and remedies as set forth above are 
exclusive and in lieu of all others, oral or written, express 
or implied. In no event will KIDSEmbraceTM, or the retailer 
selling this product, be liable for any damages, including 
incidental or consequential damages, arising out of the 
use or inability to use this product.

LIMITATIONS OF WARRANTIES AND OTHER 
WARRANTY TERMS AND STATE LAWS
Any implied warranties, including implied warranties 
of merchantability and fitness for a particular purpose, 
shall be limited to the duration and terms of the express 
written warranty. Some states do not allow limitations 
on how long an implied warranty lasts or the exclusion 
or limitation of incidental or consequential damages, so 
the above limitations may not apply. This warranty gives 
you specific legal rights, and you may have other rights, 
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Warranty Information

which vary from state to state. Neither KIDSEmbraceTM, 
nor the retailer selling this product, authorizes any 
person to create for it any other warranty, obligation, or 
liability in connection with this product.

continued

Recall Information
Child restraints could be recalled for safety reasons. You 
must register this restraint in order to be reached in 
a recall. Use the registration card or send your name, 
address, and the restraint’s model number and the 
manufacturing date to:

KIDSEmbraceTM

A Division of Inspired Products Group Company, LLC
3940 Laurel Canyon Blvd., Suite #1172   
Studio City, CA  91604 

Or register online at:   
http://www.KIDSEmbrace.com/registration.html

For recall information, call the U.S. government’s  
Auto Safety Hotline at:  
1-888-327-4236  (TTY: 1-800-424-9153)   
or go to:  http://www.nhtsa.gov

Registration and Recall Information
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Notes
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Notes
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A Division of Inspired Products Group Company, LLC 

3940 Laurel Canyon Blvd., Suite 1172   
Studio City, CA  91604 

www.KIDSEmbrace.com

Keep this Instruction manual for future use.  
Store in pocket under side of seat pad.

ILLUSTRATION NO.:  MAN 02

PRODUCT: Inspired Products Toddler Booster

Illus. Description: Back of chair w/straps

 

CREATED DATE: 7/2/08

REVISION DATE: 8/1/08  SIGN FOR APPROVAL: ____________________________________________    DATE: ________________

APPROVE AS IS  APPROVE WITH CHANGES MARKED ABOVE
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